S3FV SERIES BALL VALVE

Features:
Stainless Steel 3-Piece, V-Cut Ball Valve
ISO 5211 Mounting Pad
Available in Latch Lock Handle
50% Stainless Steel/50% PTFE Seats
Class VI Shut-Off
Blow Out Proof Stem, Anti-Static Design
Available in NPT and Socket Weld
Temperature -18°F to 428°F

Dimensions

Part# | NPT | A | B | C | D | F | 59 |Drive|toge

S3FV-4** [ 1/2” |2.50|1.46 |0.33| 2.87 | 4.41 [FO3/FO5| 9mm | 62
S3FV-6** | 3/4" (2.85|1.77 |0.33| 3.18 | 4.41 | FO3/FO5 [ 9mm | 71
S3FV-8x** 1" [3.19]2.11 | 0.45| 3.56 | 5.35 | FO3/F05 [ 9mm | 124
S3FV-10%** | 1-1/4" | 3.72 | 2.32 | 0.45| 3.89 | 7.28 [ FO3/FO5| 9mm | 195
S3FV-12**|1-1/2" | 4.25| 2.94 | 0.55 | 4.54 | 7.79 | FO5/F07 [ 14mm | 275
S3FV-16**| 2" |4.78(3.29 |0.54| 4.88 | 7.79 [ FO5/F07 [ 14mm| 284
S3FV-20**(2-1/2"|6.20 | 4.28 | 0.71| 6.10 {10.40( FO7/F10|17mm| 682
S3FV-24**| 3" |7.484.66 |0.71| 8.21 (10.40(F07/F10|17mm| 744
S3FV-32**| 4” |8.86|6.06|0.91]| 8.53 [12.80[F07/F10|17mm| 1355
Note: ** = Degree of V-Port Opening (30,60,90 Degree)
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S3FV SERIES BALL VALVE

Pressure - Temperature Chart
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-50 0 50 100 150 200 250 300 350 400 450 500 550 °F D = 50% SS Filled PTFE, Standard

R = 15% Glass Filled, Special Order C/F

Cv Versus Valve Opening Percentage
Class Vis/o| Low % Control Zone Full Open

0% | 10% | 20% | 30% | 40% | 50% | 60% | 70% 100%
0.00 0.04 0.24 0.47 0.77 1.19 1.84 2.46 5.57

0.00 0.04 0.29 0.74 1.11 1.83 2.91 4.31 12.79
0.00 0.06 0.47 0.85 1.27 2.11 3.22 4.77 14.72
0.00 0.07 0.29 0.63 1.02 1.56 2.44 3.26 7.31

0.00 0.07 0.36 0.94 1.48 2.42 3.86 5.26 . 16.27
0.00 0.08 0.61 1.10 1.71 2.69 4.27 6.25 19.39
B 0.00 0.09 0.45 1.25 2.07 3.56 5.32 7.69 15.49
1 0.00 0.10 0.70 1.75 2.77 5.14 8.0L | 11.89 32.81
0.00 0.11 1.00 2.77 5.10 7.74 122 | 17.32 43.88
0.00 0.05 0.47 1.35 2.49 4.13 6.11 8.81 17.36
1-1/4" 0.00 0.07 0.66 2.04 3.42 6.45 | 10.79 | 15.41 43.43
0.00 0.08 0.80 2.91 5.52 | 10.23 | 17.27 | 19.51 65.82
0.00 0.07 0.66 1.87 3.40 5.66 8.36 | 12.14 23.88
1-1/2" 0.00 0.09 0.93 2.82 4.70 8.89 | 14.84 | 21.16 59.75
0.00 0.10 1.07 4.00 7.45 | 14.08 | 23.78 | 26.77 90.50
B 0.00 0.09 1.19 3.80 7.53 | 12.27 | 17.85 | 26.45 55.84
2 0.00 1.53 5.79 | 10.41 | 20.58 | 34.10 | 48.74 135.77
0.00 1.90 13.59 | 25.37 | 42.30 | 55.55 167.36
7.91 | 13.40 | 20.05 | 30.44 76.95
2-1/2" 11.88 | 23.24 | 37.94 | 59.30 162.55
16.45 | 31.15 | 53.54 | 77.87 239.42
B 9.49 | 15.97 | 26.78 | 38.92 85.92
3 . . . 15.81 | 29.38 | 46.34 | 73.58 193.22
21.10 | 41.09 | 69.31 | 105.90 359.22
B . . . . 18.61 | 35.21 | 58.61 | 87.88 196.34
4 . . 33.68 | 63.00 | 106.27 | 160.48 437.40
5031 | 91.82 | 157.45 | 240.50 830.90
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