SST SERIES ELECTRIC AcTUATED TRI-CLANP BUTTERFLY VALVES

FEATURES:
Actuator
® VO Self Extinguishing Class Techno-Polymer
IP-67 Housing, Aluminum Available on request
-4°F to 131°F Operating Temp.
Heater Thermostat and Manual Override Standard
Two Auxiliary Limit Switches Standard
Shown With 4-20mA Positioner w/Position Indicator

Valve
® 316 Stainless Steel Construction, Surface Finish
Meets All 3-A FDA & USDA Standards and Requirements
® Polished Disc Ensures Smooth Flow & Less Buildup
® Silicone Seats Std., EPDM, Viton and White Viton C/F
® 110PSI @ 200°F
® Manual Valve w/ Position Locking Handle Available

*** Actuator Voltage

115V = 115VAC 3ﬁgﬁge
240V = 240VAC

012D = 12VDC
024D = 24VDC

Crank Wheel
VB110M-VB350M only

BM - Optional Metal
Actuator

“~— F Clamp Dia.

DIMENSIONS:

: Actuator
Part No. Size Std. ABS  Optional A

By S SSTR! 1” VB030 | VBO30OM
E***/SSST-1.5 | 1 1/2”| VB030 | VB030M
By [SSSIE? 2" VB030 | VBO30OM
E***/SSST-2.5 | 2-1/2"| VB030 | VB0O30M
E***/SSST-3 3 VB030 | VBO30OM
EX**/SSST-4 4" VB060 | VBO60M
E***/SSST-6 6" VB110 | VB110OM




