
B C   S E R I E S  C H E C K  V A L V E

BC-2
BC-3
BC-4
BC-6
BC-8
BC-10
BC-12
BC-16
BC-20
BC-24
BC-32

1.73
1.73
2.32
2.56
2.76
2.93
3.17
3.37
4.37
4.86
5.41

1.06
1.06
1.35
1.65
1.93
2.40
2.87
3.46
4.39
5.24
6.42

1/4”
3/8”
1/2”
3/4”
1”

1-1/4”
1-1/2”

2”
2-1/2”

3”
4”

PART # NPT SIZE A B Max psi

D i m e n s i o n s

•
•
•

•
•
•
•
•

Soft Seat Bubble Tight 1/2 psi Cracking Pressure
NBR Standard (Viton® Optional, use Suffix V)
Lead Free option, use suffix LF Complies with
California AB1953
Max Working Pressure 1/4” thru 2” 400 psi WOG
Max Working Pressure 2-1/2” thru 4” 175 psi WOG
ANSI/NSF 61 Certified (NBR only)
NBR Temperature Range +10°F to 210°F
Viton Max Temperature 366°F/125 psi Steam

F e a t u r e s :

Cv
4.55
4.55
6.00
11.00
16.90
27.40
39.10
60.70
98.40
158.0
225.4

400 psi

175 psiA

B

Body

End Connection

Disc

Spring

Seat

Polyethermide

Stainless Steel

Material Description

NBR
(Viton® Optional)

Brass CW 617

UNI EN 12165

DiscBody Spring

End ConnectionSeat

B i l l  o f  M a t e r i a l s

CV18

ANSI/NSF 61
Only for NBR


