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CARBON STEEL 2-WAY HIGH PRESSURE VALVES

CFM-SERIES

CFM SERIES
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A B C PSI

CFM-2

1

4

"

2.72 1.20 4.21 7350

CFM-S4

7

16

"-20

CFM-3

3

8

"

2.87 1.29 4.21 7350

CFM-S6

9
16"-18

CFM-4

1

2

"

3.62 1.31 4.21 7350

CFM-S8

3

4

"-16

CFM-6

3

4

"

3.82 1.91 6.50 6000

CFM-S12 1 

1

16

"-12

CFM-8 1"

4.45 2.12 6.50 6000

CFM-S16 1 

5

16

"-12

CFM-10 1 

1

4

"

5.30 2.83 8.30 6000

CFM-S20 1 

5

8

"-12

CFM-12 1 

1

2

"

5.30 2.83 8.30 6000

CFM-S24 1 

7

8

"-12

CFM-16 2"

5.50 3.15 8.50 6000

CFM-S32 2 

1

2

"-12

B

A

CARBON STEEL VALVE NOTES:

· BODY : COATED CARBON STEEL

· FULL PORT DESIGN

· END FITTING: COATED CARBON STEEL

· O-RING, STEM SEAL: VITON

· BALL SEAT, THRUST WASHER: DELRIN

· -20°F TO 215° F

· BLOW-OUT PROOF STEM

.

C

LOCKING PLATE AVAILABLE.
ADD 'LP' TO PART NUMBER
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